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DC Inverter Technology



COOLING
1.2 to 
10.00 kW

HEATING
2.5 to 
14.98 kW

GWP=3

R290  

COOLING
6.5 to 
20.66 kW

HEATINGHEATING
4.0 to 
14.40 kW

GWP=3

R290  

Key Features

Capacity range with 2 sizes from 7 to 21kw for 
renovation and large new buildings
Natural refrigerant R290 with low GWP (3)
One of the quietest models on the market
(43dB for 13kW models)
Maximum flow temperature up to 80°C
Operation range down to -25°C
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GWP = 3
R290 80°C
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+ SYSTEM APPLICATION

Smart Grid



A+++
High Efficiency & Energy Saving
● A+++ Energy Rating – SCOP up to 6.1 at 
35°C for top-tier efficiency.
● Significant Cost Savings – Uses 1/3 the 
power of a gas boiler and 1/4 of an electric 
boiler.
● Full DC Inverter Technology – Featuring 
DC inverter compressor, water pump, and 
fan for optimized performance.

R290
Natural Refrigerant R290
Designed for modern residential homes, 
this advanced heat pump features R290 
refrigerant, which boasts an ultra-low 
Global Warming Potential (GWP) of just 
3—far lower than R32 and R410A. In line with 
the EU F-Gas regulations set for 2025, the 
HEATIX Mono R290 ensures compliance by 
staying well below the 150 GWP limit.

43dB

Whisper-Quiet Operation
The HEATIX Mono R290 ensures minimal 
noise disruption, operating as low as 43 
dB(A) with its two-level silent mode. 
Advanced noise-reducing technologies 
provide a peaceful environment for 
homeowners and won't disturb neighbors, 
making it an ideal choice for residential 
areas.

Full range & Compact Design
Available in six capacities (7, 9, 13, 15, 18, and 
21 kW), it meets diverse project needs. The 
compact 7-15 kW units stand at just 
905mm, while the 18-21 kW models are 
1368mm, offering flexible installation 
options. With a sleek, space-saving 
design, the HEATIX Mono R290 seamlessly 
blends into any outdoor environment 
while delivering high efficiency and 
sustainability.

80°C

Higher Hot Water Temperature
Many older European homes still rely on 
radiators that require 65°C or higher for 
effective heating. The new HEATIX Mono 
R290 is designed to meet these demands, 
delivering hot water up to 80°C for 
domestic heating, making it a perfect 
replacement for gas boilers in older 
homes. Even in extreme cold, it provides 
domestic hot water up to 75°C at 
-10°C—all without needing an electric 
auxiliary heater. Experience reliable, 
high-temperature heating with 
cutting-edge efficiency.

Easy Installation
The HEATIX Mono R290 is designed for 
effortless installation and mainte-
nance—no F-gas certification required. Its 
user-friendly outdoor unit allows for quick 
setup, while the easily removable side 
panel provides instant access to internal 
components. With a streamlined design, 
technicians can save time and effort 
during both installation and servicing, 
ensuring a smooth and efficient process.

SG
PV

Smart Energy Savings
● SG Ready – Automatically adjusts 
power consumption based on peak and 
off-peak electricity rates, reducing energy 
costs.
● PV Ready – When paired with an 
optional photovoltaic energy storage 
system (PESS), the heat pump can run 
entirely on solar energy, minimizing 
reliance on the grid for a truly sustainable 
home solution.

Smart Control & Connectivity
● Intuitive Touchscreen Controller – Sleek design with multi-language support.
● Flexible Scheduling – Daily/weekly timer, Holiday mode, and sterilization function.
● Remote Access – Built-in Wi-Fi allows control from anywhere via smartphone.
● Group & Network Control – Manage up to 8 units together with Modbus BMS integration.
● 4G Connectivity (Optional) – Enables network control via mobile communication.

Hetapro Hi-End Heat Pump Solutions

Features & Benefits
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Hi-end Heat Pump Solution Provider

Tel.(WhatsApp): +86 13336429461            E-mail: brian@hetapro.com
Postcode: 528427                                      Website: www.hetapro.com
Address: 3th Floor No.59 Nantou Road Mid, Nantou Town, Zhongshan City, 
Guangdong Province, China

Foshan Hetapro HVAC Equipment Co., Ltd

+ SPECIFICATIONS

HMVRC7D/2A HMVRC9D/2A HMVRC13D/2A HMVRC15D/2A HMVRC13S/2A HMVRC15S/2A HMVRC18S/2A HMVRC21S/2A

220-240V/1PH / 50HZ 220-240V/1PH / 50HZ 220-240V/1PH / 50HZ 220-240V/1PH / 50HZ 380-415V/3PH / 50HZ 380-415V/3PH / 50HZ 380-415V/3PH / 50HZ 380-415V/3PH / 50HZ

2.50~6.95 3.56~8.91 4.55~12.92 6.10~14.98 4.55~12.92 6.10~14.98 6.50~18.00 6.90~20.66

0.41~1.48 0.59~1.98 0.75~2.80 1.01~3.41 0.75~2.80 1.01~3.41 1.08~3.92 1.15~4.69

6.10~4.68 6.03~4.50 6.06~4.61 6.00~4.39 6.06~4.61 6.00~4.39 6.01~4.59 5.98~4.40

2.00~5.80 3.15~7.98 3.90~11.32 5.40~13.91 3.90~11.32 5.40~13.91 5.70~16.80 5.80~18.55

0.43~1.86 0.68~2.61 0.85~3.71 1.17~4.83 0.85~3.71 1.17~4.83 1.24~5.69 1.26~6.31

4.63~3.11 4.63~3.06 4.59~3.05 4.60~2.88 4.59~3.05 4.60~2.88 4.60~2.95 4.60~2.94

1.20~4.50 1.53~6.54 2.93~8.87 3.50~10.00 2.93~8.87 3.50~10.00 4.00~13.50 4.40~14.40

0.26~1.55 0.33~2.31 0.63~3.26 0.76~3.70 0.63~3.26 0.76~3.70 0.86~4.50 0.95~4.69

4.62~2.90 4.64~2.82 4.65~2.72 4.63~2.70 4.65~2.72 4.63~2.70 4.63~3.00 4.63~3.08

2.8 4 5 6 5 6 6.5 6.8

12.7 18.3 22.9 27.3 8.7 10.8 11.3 11.6

80 80 80 80 80 80 80 80

-25~43 -25~43 -25~43 -25~43 -25~43 -25~43 -25~43 -25~43

1.03 1.5 2.19 2.75 2.19 2.75 3.1 3.44

Brand GMCC GMCC HIGHLY HIGHLY HIGHLY HIGHLY GMCC GMCC

Type DC twin rotary DC twin rotary DC twin rotary DC twin rotary DC twin rotary DC twin rotary DC twin rotary DC twin rotary

Model EDTF420D62EMT EDTF420D62EMT WHP10200PSDPC9KQ WHP10200PSDPC9KQ WHP10200PSDPC9KQ WHP10200PSDPC9KQ EDTQ750D66ENT EDTQ750D66ENT

Number 1 1 1 1 1 1 1 1

Brand LT LT LT LT LT LT LT LT

Type DC motor DC motor DC motor DC motor DC motor DC motor DC motor DC motor

Model RD170HA RD170HA RD170HA RD170HA RD170HA RD170HA RD85HA RD85HA

Number 1 1 1 1 1 1 2 2

Brand HONOW HONOW HONOW HONOW HONOW HONOW HONOW HONOW

Type Fin coil Fin coil Fin coil Fin coil Fin coil Fin coil Fin coil Fin coil

Model 2rows*φ7 2rows*φ7 3rows*φ7 3rows*φ7 3rows*φ7 3rows*φ7 3rows*φ7 3rows*φ7

Number 1 1 1 1 1 1 1 1

Brand FUJIKOKI FUJIKOKI FUJIKOKI FUJIKOKI FUJIKOKI FUJIKOKI FUJIKOKI FUJIKOKI

Type Electronic expansion valve Electronic expansion valve Electronic expansion valve Electronic expansion valve Electronic expansion valve Electronic expansion valve Electronic expansion valve Electronic expansion valve

Model CAM-BD24FKS-12 CAM-BD24FKS-12 HAM-BD32FKS HAM-BD32FKS HAM-BD32FKS HAM-BD32FKS HAM-BD32FKS HAM-BD32FKS

Number 1 1 1 1 1 1 1 1

Brand Danfoss Danfoss Danfoss Danfoss Danfoss Danfoss Danfoss Danfoss

Type Plate Plate Plate Plate Plate Plate Plate Plate

Model T30000-075 T30000-075 T30000-076 T30000-076 T30000-076 T30000-076 T30000-077 T30000-077

Number 1 1 1 1 1 1 1 1

Brand Shimge Shimge Shimge Shimge Shimge Shimge Shimge Shimge

Type DC,Shielded DC,Shielded DC,Shielded DC,Shielded DC,Shielded DC,Shielded DC,Shielded DC,Shielded

Model APM25-9-130PWM1 APM25-9-130PWM1 APM25-9-130PWM1 APM25-9-130PWM1 APM25-9-130PWM1 APM25-9-130PWM1 APM25-9-130PWM1 APM25-9-130PWM1

Max. head(m) 9 9 9 9 9 9 9 9

5 5 5 5 5 5 5 5

A+++ A+++ A+++ A+++ A+++ A+++ A+++ A+++

A++ A++ A++ A++ A++ A++ A++ A++

R290/780g R290/780g R290/1020g R290/1020g R290/1020g R290/1020g R290/1250g R290/1250g

43~53 43~54 43~55 44~56 43~55 44~56 44~56 44~56

G1' G1' G1' G1' G1' G1' G1' G1'

17 20 24 28 24 28 40 44

IPX4 IPX4 IPX4 IPX4 IPX4 IPX4 IPX4 IPX4

I I I I I I I I

1150*905*460 1150*905*460 1150*905*460 1150*905*460 1150*905*460 1150*905*460 1150*1368*460 1150*1368*460

1240*920*570 1240*920*570 1240*920*570 1240*920*570 1240*920*570 1240*920*570 1240*1383*570 1240*1383*570

111 111 119 119 119 119 160 160

123 123 131 131 131 131 170 170

Power Input (kW)

Power Supply

[Space Heating] Ambient Temp. (DB/WB): 7°C/6°C, Water Temp. (Inlet/Outlet): 30°C/35°C.

Heating Capacity (kW)

Model

Max. Outlet Water Temp. (°C)

COP

[Space Heating] Ambient Temp. (DB/WB): 7°C/6°C, Water Temp. (Inlet/Outlet):  50°C/55°C.

Heating Capacity (kW)

Power Input (kW)

COP

[Space Cooling] Ambient Temp. (DB/WB): 35°C / -, Water Temp. (Inlet/Outlet): 12°C/7°C.

Cooling Capacity (kW)

Power Input (kW)

EER

Max. Power Input (kW)

Max. Running Current (A)

Refrigerant

Operation Range (°C)

Rated Water Flow (m³/h)

Compressor

Fan Type

Air side heat
exchanger

Throttle

Water side heat
exchanger

Water pump

Expansion Tank (L)

ErP Level (35°C)

ErP Level (55°C)

Packing dimension (L×H×W)(mm)

Net weight（kg）

Gross weight（kg）

Feature

Sound Pressure Level dB(A) at
1m

Water Pipe Connection

Internal Water Pressure Drop(kPa)

Water Proof Class

Electricity Shock Proof

Net Dimensions (L×H×W) (mm)


